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PART 1 - GENERAL 
 
1.1 Summary 

A. Section includes requirements for project identification signage, mounting methods, and applicability. 
B. Applicability:  

1. Project Identification Sign: Provide project identification signboard on all major capital projects 
unless waived by Yale Office of Facilities. Major projects are those projects and programs with a 
typical projected cost greater than $4mil or located in an area visible to large numbers of people; 
including visible construction activities; of sufficient size and scope; or of high interest to the 
using activity.  

2. Public-Facing Construction Signs: Provide public-facing construction signs on all construction 
projects at any points where members of the public will encounter access points. This includes 
interior work in occupied facilities where jobsite access control is required. 

C. Related Requirements: 
1. Section 01 50 00 Temporary Facilities & Controls  

 
1.2 Informational Submittals 

A. Site Signage Plan: Prior to the start of work, submit for Yale Office of Facilities approval a plan showing 
locations and mounting methods of project identification sign, field office sign, and public-facing 
construction signs labeled with their identifying letters per Attachment 1 – “Construction Signs at Yale” 
(available through the Yale Office of Facilities). 

1. Location: Locate project identification sign at a conspicuous location on the job site perimeter 
fence. 

2. All project signage and fence scrim shall be approved by Yale Office of Facilities prior to 
installation. 

B. Project Identification Sign: Project identification sign layout and text content shall be provided by the 
Yale Office of Facilities in coordination with the Office of the Yale University Printer. Two example signs 
are shown in item 3.1-A-1. 

 
PART 2 - PRODUCTS 
 
2.1 Materials 

A. Project Identification Sign: The field of the sign consists of a 4 by 8-foot sheet of 3mm aluminum 
composite. 

B. Field Office Sign: The field of the sign consists of a sheet of 3mm aluminum composite no more than 24 
by 36 inches.  

C. Public-Facing Construction Signs: The field of the signs consist of 3mm aluminum composite of varying 
sizes specified in Attachment 1 – “Construction Signs at Yale” (available through the Yale Office of 
Facilities). 

D. Fence Mounting: The project identification sign shall be mounted on the project perimeter fence using 
chain link fence sign mounting brackets. Any bolts penetrating the face of the sign shall be covered with 
vinyl stickers printed to match the sign field. Public-facing construction signs shall be fence mounted 
using chain link fence sign mounting brackets where possible. 
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E. Post Mounting: Public-facing construction signs shall be mounted on two-inch black U channel signpost 
where fence mounting is not possible. 

F. Interior Mounting: Any public-facing signs mounted on interior doors or walls for interior projects shall 
be mounted with VHB tape. 
 

PART 3 - EXECUTION 
3.1 Installation, General 

A. Temporary Signage 
1. Project Identification Signs: Erect project identification signs within 15 days after the project 

fence is installed. Project identification signs shall be ordered from a professional printing 
company using print-ready files produced by the Office of the Yale University Printer.  

a) Example Project Identification Sign – Osborn Memorial Lab 

 
b) Example Project Identification Sign – Ray Tompkins House 
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2. Public-Facing Construction Signs: Post temporary signs, tags, and labels to give workers and the 

public adequate warning and caution of construction hazards. Post signs requiring unauthorized 
persons to keep out of the construction site at all points of entry. Signs may be mounted on the 
jobsite perimeter fence, or on standalone signposts. Include mounting methods in site signage plan 
submission (see section 1.2-A) for approval by Yale Office of Facilities. Signs shall be erected at 
a height so that the bottom of the sign is between 48 and 60 inches above the ground. Review the 
standard public-facing sign options shown in Attachment 1 – “Construction Signs at Yale” 
(available through the Yale Office of Facilities) and determine necessary public-facing 
construction signs in coordination with Yale Office of Facilities. Signs shall be professionally 
printed using production files provided by Yale Office of Facilities, designed by the Office of the 
Yale University Printer. Make every effort to use the standard design options in all desired warning 
areas. In the rare event that a custom warning sign is required for a unique project scenario, 
coordinate with Yale Office of Facilities to request a custom design file from the Office of the 
Yale University Printer. No public-facing signs shall contain CM branding except for the field 
office sign (3.1-A-3). 

3. Field Office Sign: Post one (1) sign with direction to the field office in a public-facing area near 
an entrance to the project site. The field office sign shall be designed, procured, and installed by 
the CM and removed upon project completion. The field office sign may contain CM branding if 
desired. The field office sign shall be no larger than 24 by 36 inches in size, mounted in a similar 
fashion to the other public-facing construction signs on two-inch black U channel signpost.  

 
3.2 Removal 

A. Furnish signs as specified above, maintain signs during construction, and remove all signs from the 
job site upon completion of the project.  
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Date Description of Change Pages / Sections Modified ID 

May 15 2026 Moved public-facing sign menu to 
separate attachment on Bulldog 
Playbook 

3.1-A-2 mr2857 

June 2026 Clarification on Public-Facing 
Construction Signs: 

1.1-B-2 mr2857 
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